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DESCRIPTION
SupaBord Painters Grade is a lightweight temporary floor protection solution designed for painting, 
decorating, and light renovation works. Developed by SupaBord, a leader in temporary floor protection 
systems, this product provides reliable protection against spills, dirt, and general site traffic during 
finishing works. 

The material offers greater absorbency than traditional painter’s fleece, helping contain paint, plaster, 
and other liquids while protecting finished floors and surfaces. Its lightweight construction provides an 
effective balance between flexibility, durability, and ease of handling.

Manufactured from 100% recycled paper fibres, SupaBord Painters Grade is reusable, biodegradable, and 
produced without toxic additives, supporting environmentally responsible construction practices.

Each roll weighs approximately 6 kg and covers 20 m², allowing for easy installation and handling on 
site. SupaBord Painters Grade is suitable for protecting floors, stairs, benchtops, and other surfaces 
during painting and decorating works.

INSTRUCTIONS
1.	 Ensure the base surface is clean and dry
2.	 Remove sticker from SupaBord roll
3.	 Roll out SupaBord over the flooring area or surface
4.	 Cut SupaBord to length with a utility knife, ensuring 
	 the seams are neat and fit well together
5.	 Secure SupaBord protection using SupaBord Joint 	
	 Tape or masking tape.

AVAILABLE SIZE
Colour: Natural
Roll Size: Approximately 800mm wide x 25m long x 
0.50mm thick, covers 20 m² 
Roll Weight: Approximately 6kg (13bs)
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